TUVRheinland ®
DIN CERTCO

A

Precisely Right.

DATASHEET

date 22.10.2024

Reg. No. 011-6TO

028

(filled in by DIN CERTCO)

Thermostatic radiator valves according to DIN EN 215

Certificate Holder
Street, number
Postal code / City
Country

Head

Type

Hysteresis C
Response time Z
Control accuracy CA
Head

Type

Hysteresis C
Response time Z
Control accuracy CA
Head

Type

Hysteresis C
Response time Z

Control accuracy CA

Valve(s)

1 Form:

2 Nominal flow rate gnnn in kg/h:

1211 15GB
122115 GB
1252 15
12 62 15

Beijing Spring Valve & System Co.,Ltd.
Satellite Navigation Industrial Zone
065604 Gu'an Town

People's Republic of China

22 00 01/22 00 05

Liquid Head with integral sensor
0,50 K Differential pressure influence D
20 min. Water temperature effect W
0,60 K
22 0003
Liquid Head with integral sensor
0,50 K Differential pressure influence D
20 min. Water temperature effect W
0,60 K
222001
Liquid Head with integral sensor
0,50 K Differential pressure influence D
19 min. Water temperature effect W
0,60 K
Series Form? Size
L — Angle T — Straight
declared by the manufacturer
GB L DN 1
GB T DN 1
F L DN 1
F T DN 1
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0,40 K
0,50 K

0,40 K
0,50 K

0,20 K
1,00 K

Nominal flow
rate?
5 145
5 145
5 170
5 145
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